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SUBSOILERS

iDEAL TOPRAK HAZIRLIGI;
TOPRAK iSLEME VE DIPKAZAN

IDEAL SOIL PREPARATION;
TILLAGE AND SUBSOILER

WOEAJIbHASA NOAIOTOBKA MNOYBHbI;
OBPABOTKA NOo4Bbl U NOYBOYINTYBUTESb
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SUBSOILER-V & H
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Agir tip dipkazan, disiik ve orta beygir gliclindeki traktérler ( 70 — 160 Hp ) ile ¢alismaya uygun olarak tasarianmistir. Maximum 50 cm is derinlijinde ¢alisimaya imkan saglar.
Ayaklar pimli glivenlik sistemine sahiptir ve pim keserek herhangi bir sekilde ayaklarin zarar gérmemesini saglar. Cift disli merdane sistemi ile keseklerin pargalanmasi
ve topragin tesviyesi saglanarak diizgiin bir tohum yatagi hazirlanmasina olanak verir. Derinlik ayari pistonlar vasitasiyla yapilir.

Makine ile toprakta pulluk stirimi derinliginde olusan sert tabakanin kirilmasi ve patlatiimasi saglanir. Béylece sert tabakadan dolay! i1slaklik sorunu olan yerlerde geg tava
gelme durumunu ortadan kaldirmis olur, Erken ve zamaninda ekim yapilmasini saglar. Topragin havalanmasi ve topragin su tutma kapasitesini arttirarak pragin derinlerde

bulunan besin maddelerini almayi kolaylastirir. Daha verimli bir tarim yapilmasini saglar.

The heavy type subsoiler is designed to work with low and medium horsepower tractors (70 - 160 Hp). It allows maximum 50 cm working depth. The legs
have a pin safety system and the pin cuts the legs to ensure that the legs are not damaged in any way. With the double toothed roller system, the clods are
broken down and the soil is leveled, allowing a smooth seed bed to be prepared. Depth adjustment is made by means of pistons.

With the machine, the hard layer formed in the soil at the depth of plowing is broken and blasted. Thus, in places with wetness problems due to the hard layer,
it eliminates the situation of late annealing and ensures early and timely sowing. By increasing the aeration of the soil and the water holding capacity of the

soil, it makes it easier to take the nutrients deep in the soil. It provides a more efficient agriculture.

TsoKenbIih TN MpyHTOpE3a MpegHasHaded Anst paBos ¢ TpaktopaMa Manoit 1 cpenteit Motukoctit (70 - 160 n.c.). O obecnewsaer maicumanshyto mybiky opabor 50 cM. Tlanbi ocallieHb! cvcTemoi GesonaciocTit ¢o LUTUGTOM, LUTUT pa3pesaer b, Y10
1AaHTUPYeT, 410 Nanbl He ByayT noBPEXAEHbI karm-nuGo ofpasom. C NOMOLLIbIO CHCTEMbI [By3yObX KaTIOB KOMbS Pa3iBatoTCs U M0YBa BLIPABHUBAETCA, YTO NO3BOMSET NOFOTOBATS POBHOE NOCEBHOE NOKE. Perymupoera rmyBuHbI OCYLLECTBASETCS C NOMOLLBH
NOpLUHeN.

C romoLLbio MaLLMHb! Teepablit cnod, 06pa3osapLuiics B Novee Ha mybiHe BCMALLIM, PaspyLLIGETCA W BpbIXTReTcs. TaiM 06pasoM, B MeCTax, Tie CyLecTsyer npobriema ChIpoc Us-3a TBEPR0ND COR, OHA YCTDRHSET CHTYALMKO MIO3THEFD DKV 1 OBECTIeMMBaer paHHiti 1

CB0EBPEMEHHbITI Noces. YBenMIBas aapaLitto Nodsbl 1 BOZOYAEPAWBAIOLLYH0 CNocOBHOCTL M0YBI, 06ETYGET MPOHHKHOBEHYE MATaTENbHbIX BeLLECTS BrAy6b noyssl. OBecneuusaet Gonee SQHDEKTIBHO CeNloCkoe X03AICTBO
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Giiclii ve Kompakt

Zor sartlarda kullanima uygun
gliclendirilmis sase ile birlikte
kullanim kolayligi saglayan sade
tasarima sahip.

Powerful and Compact

It has a reinforced chassis suitable for
use in harsh conditions and a simple
design for ease of use.

MOLUHbBIM M KOMNAKTHbIN AMU3alH

MMeeT NpoCTyio KOHCTPYKLMIO,
obecneymBaroLLyto NpoCcToTy
3KCnayaTaluMKu Ha oHEe YCUNEHHOrO
LIaccH, NPUroAHYI0 ANis
MCMOJIb30BAHMA B CJIOXKHbIX YC/IOBUAX.
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Kombine Tasarim

Ozel iiretim bicaklarla verimli sekilde
topragi derinden isledikten sonra ¢ift disli
merdane ile toprak parcalama, sikistirma

ve tesviye islemlerini gerceklestirerek

miikemmel yiizey elde edilir.

Combined Design

After efficiently cultivating the soil deeply
with specially produced blades, the perfect
surface is obtained by performing soil
crushing, compaction and leveling
operations with a double toothed roller.

KoM61HMpoBaHHasA KOHCTPYKLUA

Mocnie rny6oKo 06paboTKM MoYBbI
CneumanbHO U3roTOBAEHHBIMM HOKaMM, 3a
CYET Ka4ecTBEeHHOrO M3Me/IbYeHHs,
YNJIOTHEHWA 1 BbIPABHUBAHMA FPyHTa
napHbIMK 3y64aTbiMK BasaMm,
obecneynBaeTca naeanbHas NOBEPXHOCTb
rpyHTa.

M : info@farmerziraat.com - export @farmerziraat.com

Ayak Yapisi

Ozel iiretim bicaklarla verimli sekilde
topragi derinden isledikten sonra cift disli
merdane ile toprak parcalama, sikistirma

ve tesviye islemlerini gerceklestirerek

mikemmel yiizey elde edilir.

Tine Type
The Heavy Type Subsoiler has the ideal foot
structure for deep processing with a foot

height of 75 cm, a foot thickness of 30 mm
and a distance between the feet of 45 cm..

CTPYKTYypa CTonbl

TAKeNbIM TMN FPYHTO3aLENOB MMEET
MAeanbHylo KOHCTPYKLUMIO Nanbl AN
rny6oKoM 06paboTKM: BbiCOTa N1anbl 75 CM,
To/IWMHA Nanbl 30 MM U PacCTOSIHUE MEXIY
nanamu 45 cm..
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HEAVY TYPE SUBSOILER

TINE PCS SINKING DEPTH SIZE WEIGHT TRACTOR HP
HTS 5 5 35/55 271*261*161 1510 110/150
HTS 7 7 35/55 271*351*161 1910 150/200
HTS 9 9 35/55 271*441*161 2260 190/240
Glicli Ayak Yapisi

En saglam sekilde, zor sartlara ve darbelere dayamikli sekilde liretilmis olup, ayaklarin siiriis
esnasinda guvenlik civatasi kesme direnci 650 kg’dir. 650 kiloya kadar yiikte kesintisiz strius imkani
sunan Agir tip Dipkazan giiclii ayaklarin siiriis esnasinda hasar gormemesi ve kesintisiz siiriis
saglanmasi icin her ayakta bulunan giivenlik civatasi, ayaklara zarar verebilecek bir darbeyle
karsilastig1 anda devreye girerek ayagi topraktan ¢ikarak salinmasini saglar ve olusabilecek hasarlan
engeller

STRONG TINE STYLE

It has been manufactured in the most robust way, resistant to difficult conditions and impacts, and
the cutting resistance of the safety bolt of the feet during driving is 650 kg. Heavy Subsoiler, which
offers uninterrupted driving with a load of up to 650 kg, ensures that the powerful feet are not
damaged during driving and the safety bolt on each foot is activated when it encounters an impact
that may damage the feet, allowing the foot to be released from the ground and prevents possible
damage.

OH M3roTOB/IEH CaMbIM NMPOYHbIM 06Pa30M, YCTOMUMB K C/I0XKHBIM YCIOBUAM M YAapam, a YCTOMUYMBOCTb
npeAoxpaHMTENIbHOro 60/1Ta Jlan BO BpeMA ABMXKEHMSA cocTaBaseT 650 Kr. MNpu Harpyske go 650 Kr
rpyHTO3aLen obecneynBaeT 6ecnepe6oiHOE ABUKEHME, YTOBbI MOLLHbIE Jlanbl HE MOBPEAUIMCHL BO
BPEMS ABMKEHMSA, a ANs obecneveHnsa 6ecnepe6oHOro ABUKEHNUSA NpU CTOJIKHOBEHMM C YAAPOM,
KOTOPbIM MOXKET MOBPEAMTD JN1anbl, aKTUBUMPYETCS NPEAOXPAHMTENbHBIM 60T Ha KaxKZoM Jlane, YTo

no3Bo/iIfieT 0CBO6OAMTb lany OT 3EMJIM U NPeA0TBPaTUTb BO3MOXKHBIE MOBPEXKAEHUSA.
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TECHNICAL DATA

V TYPE SUBSOILER

MODEL DEEP SUBSOILER WIDTH LENGTH HEIGHT WEIGHT HP
DP-3 3 TINE DEEP SUBSOILER 2000 1570 1750 760 90-130
DP-5 5 TINE DEEP SUBSOILER 2500 1570 1750 1100 130-170
DP-7 7 TINE DEEP SUBSOILER 3600 1570 1750 1450 170-230

DP-3 M 3 TINE DEEP SUBSOILER 2350 1570 1750 960 90-130

DP-5M 5 TINE DEEP SUBSOILER 2800 1570 1750 1320 130-170

DP-7 M 7 TINE DEEP SUBSOILER 3900 1570 1750 1750 170-230

Kolay is Derinligi Ayari

Hem ayaklarin hem merdanenin is
derinligi ayarlandiktan sonra v-
dipkazan, pimler ile istenilen is

derinliginde sabitlenir.

EASY WORK DEPTH ADJUST

Adjustment is made to the desired work
depth with the pin.

YnpolweHHasa peryaMpoBKa paboyen
rNy6uHbI

Ha rny6oKopbixiMTene npeycMoTpeHa
BO3MOXHOCTb (hUKCaLMM NOJIOKEHMA
OTPEry/IMPOBaHHbIX Ha HYXHYHO
pa6ouyto r1y6uHy CTOEK M KaTKoB
KOHCTPYKLMM, NPH MOMOLUM LUTUDTOB

is Derinligi i¢in Ekstra Agirliklar

Ayaklarin arkasina takilan agirliklar,
batma seviyesini arttirarak daha
derinden islemeyi saglar.

Extra Weights for Depth of Work

Weights attached to the back of the
feet increase the level of sinking,
allowing deeper processing.

JononHuTenbHble rpyssl Ans
JAOMNONIHMUTEIbHOM paboyeit riy6uHbl

YTAXKeNUTEN, NPUKPENSIEHHbIE K
3aHEMN YacTH CTOEK, YBEIMUMBAIOT
ry6MHY NMPOHUKHOBEHMSA B CJIOM MOYBSI,
obecneynBas ee nyuLlyo 06paboTKy.

Kombine Sistem

Ozel bicaklarla verimli sekilde topragi derinden
isledikten sonra disli merdane ile toprak
parcalama, sikistirma ve tesviye islemlerini
gerceklestirerek ideal yiizey elde edilir.

Combined System

After efficiently cultivating the soil deeply with
special blades, the ideal surface is obtained by
performing soil crushing, compaction and
leveling operations with a toothed roller.

KOM6MHMPOBaHHaﬂ CUCTEMa

Nocne rny6okoi 06paboTKM NOYBbI
cneumanbHbIMM HOXXaMM MaeanbHas
MOBEPXHOCTb JOCTUraeTCA NyTeM BbINONHEHUSA
onepaumi No U3MEIbYEHUIO, YNIOTHEHUIO U
BbIPaBHUBAHMIO MOYBbI 3y64aTbIM KAaTKOM.
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